
  

Sample:

Gear Tooth, A-Side

23

24

25

26

27

[mm]

16 18 20 22 24 26 28 30 32 34
[mm]

-400

-200

0

200

400

[µm]

Topography, height coded by colour

23

24

25

26

27

[mm]

16 18 20 22 24 26 28 30 32 34
[mm]

10
20
30
40
50
60
70
80

[%]

Surface Reflectivity

23

24

25

26

27

[mm]

16 18 20 22 24 26 28 30 32 34
[mm]

70
71
72
73
74
75
76
77
78
79
80

[%]

Surface reflectivity, reflectivity display range cropped



  

Sample:

Gear Tooth, A-Side
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Sample:

Gear Tooth, A-Side
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Roughness parameter (lc=lt/7)

Ra 0.582 µm
Rp 2.68 µm
Rq 0.765 µm
Rt 6.21 µm
RzDin 4.04 µm
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Surface roughness parameters

Surface roughness parameters (lc=lt/7, anisotropic)

sRa 0.91 µm
sRp 62.8 µm
sRq 1.74 µm
sRt 72.1 µm

sRp and sRt are off due to the dust particles in the 
center
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Sample:

Gear Tooth, B-Side
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Sample:

Gear Tooth, B-Side
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Roughness parameters (lc=lt/7)

Ra 1.03 µm
Rp 4.25 µm
Rq 1.45 µm
Rt 10.5 µm
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Surface roughness parameters (lc=lt/7, anisotropic)

sRa 0.754 µm
sRp 7.71 µm
sRq 1 µm
sRt 16.2 µm

sRp and sRt are off due to the dust particles 


